	CATEGORY R SAFETY EQUIPMENT REQUIREMENTS – YACHTS
This list is for private craft not used for chartering or Diving

	Safety Item #
	Description of safety appliances and equipment
	Cat R
	Additional remarks
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	2.
	SAMSA approved buoyancy  aid*
	X‡
	In lieu of an approved lifejacket on category D vessels.

‡ One buoyancy aid of appropriate size to be provided for each person on board.
* Buoyancy aid to be tested to the compulsory performance standard and comply with quality standard specification SABS 1417/1987, or the equivalent CE or ISO standard.
	

	10.
	Waterproof torch including full set of spare batteries and a spare bulb
	X
	Spare bulb and batteries to be kept in a watertight container. Required only on vessels operating at night.
	

	18.
	Marine VHF or 29 MHz radio
	—
	As appropriate to the area of operation: Provided that a VHF radio must be carried on passenger vessels regardless of the area of operation. A VHF radio must, as a minimum, be capable of operating on channel 16 and on one other working channel. A 29 MHz radio must be capable of operating on local marine channels A, B and C. Appropriate alternative arrangements must be made for category R passenger vessels
Category R vessels – Cell Phone - OK
	

	24.
	Suitable fire extinguisher
	X
	One per engine and, in decked vessels of 9 metres or more in overall length, one in each of the following compartments where formed by complete transverse bulkheads: sleeping accommodation, galley and wheelhouse.
	

	29.
	Full set of sails, including suitable storm sails where appropriate
	X
	Required only on sailing vessels.
	

	30.
	Suitable means of cutting standing rigging
	X
	Required only on sailing vessels.
	

	32.
	Proper patent anchor and chain with suitable length of rope of suitable strength for the area of operation
	X
	Length of chain: Vessels of 6 metres or more in overall length—At least 5 metres. Vessels less than 6 metres in overall length—At least 3 metres.

Length of rope: At least 50 metres for category E & R vessels, and at least 100 metres for vessels of the other categories.
	

	36.
	First-aid kit
	X*
	Suitable for the vessel's size, complement and intended operation, to the satisfaction of the surveyor or safety officer. First-aid kit to include elementary first-aid manual, such as the publication entitled First on the Scene, published by St Johns Ambulance.

* Only power driven vessels with engine power exceeding 15 HP
	

	39.
	Spares
	X
	Adequate for the purpose of carrying out emergency repairs to machinery and essential equipment on board.
	

	40.
	Tools
	X
	Adequate for the purpose of carrying out emergency repairs to machinery and essential equipment on board.
	


NB:

1. You must have your vessels registration number on the hull of the boat.

2. You must have your boats name or registration number on all your equipment.

3. You must have a proper First Aid manual with your first aid kit.

4. Fire Extinguishers must be valid i.e. serviced.

